DYNESS

ENERGY STORAGE SYSTEM

Dyness Powerbox

[Powerbox ]

Adopts LiFePO4 chemistry battery with safety performance and
long life time,which offers you four capacities to meet your more

requirements.
TUV Certified - CEC Accredited - IP65 Protection - Flexible Expansion SPECIFICATION

| Model  Powerbox
Battery Type LiFePO4
Battery Module 1 Module 2 Modules 3 Modules i Modules
Battary Capacity [Ah] 50 100 150 200
Maminal Battery Enargy [KWh] 2.4 4,B 7.2 9.6
Max Output Power [KW] 24 4.8 4,8 4.8
Paak Output Currant [Amp] 100, 15 200, 15 200, 35 200, 3s
Net Weight [Kg] 47 69 a1 113
Dimensian [H'W* D, mm] B2B 555"210
Working Violtage [V] A0.5~-54
Operating Temp. Range ['C] =20=50
Calendar Life [Cycles]" 6000
Masminal Voltage [V] 48
Protection Lewvel IP&5
Communication CAN J R3485 ¢/ DAY CONTACT
_Fﬂ_d___d_w-’; Cartification & Safety Standard TUV/CE/ENG261VIECE2040/UNSB.3/CEC Accredited
Scalabilitty [kWh] Lip to no limit

Goodwe Victron Imeon Sols Luxpower Growatt GMDE Sofar Volironic Deve

o bk rl
mpatible Inverters Mare brands will be announced

Features and advantages

Warranty 10 Years
* Compact Size & Light Weight Warranty Document Supplied Yes
» High Power Output & Usable Energy Ratio Calor White
e Modular Design & Expandable System Alarms Overcharge Overdischarge Overcurrent Overtemperature Short Circult
» Safest Battery & Perfect Compatibility Pros Can be used in both off=grid and hybrid setups, compact des:gn. modular expansion
o Natural cooling & Easy Installation Manitoring & Protection Each module has BMS, breaker embedded in system
¢ Certifications Available 11] Bt coscbtonne: £.50 ChugngBachasging, #1570 30% Doa
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